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NOTE 1: CONTROL PACKAGE INCLUDES
* HAN-L5 WALL CONTROL & PCB.
* ZSU-040 ZONE SWITCH PLATE & ZRB.
* 2 x 10 METRE INTERFACE CABLES.
* 1 x 500MM 3 PIN LOW VOLTAGE LEAD.

OPTIONS :- REMOTE SENSOR.
REMOTE INFRA RED CONTROL STATION.

ZONE RELAY BOARD

240VL

HAN-L5 ZSU-040

500MM LEAD (L3)

ZRB-040

Z4

3 PIN
PLUG

CN-12V CN-RS

CN-RP

CN-MO

CN-M1

OPEN

ON
OFF

RUN

TIMER

AUTO HIGH MED LOW

FAN COOL AUTO HEAT

PLUG

NOTE 2: WHEN DAMPER MOTORS WITH SPRING
OPEN & POWER CLOSE ARE USED
CONNECT SRS-10/240 TO THE N/O
CONTACTS.

SPECIALISED COMPONENTS FOR AIR CONDITIONING & REFRIGERATION
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94 - 98 JARDINE ST
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FOR HAN-L5 OR HAN-L5B WITH ACCESSORY ZONE

SWITCH UNIT ZSU-040 FOR SWITCHING 2 ZONE

DAMPER MOTORS.
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SENSOR 2

SRS-10/240

SENSOR 1

SRS-10/240

FOR CONTINUOUS FAN

SPARE

SPARE

DISCONNECT ON
BOARD SENSOR.

* 2 x SRS-10/240 REMOTE SENSORS.

SET DIP 9 TO ON.


